DROSIBAS DATU LAPA
NOVIPRO poliuretana putas

Datums: 24.11.2005.
Versijanr.: 3
Revizija: 02.06.10

1. Vielas/maisTjuma un uznémuma nosaukums

Viena komponenta poliuretana putas.

Krimelte Ltd

Suur-Paala 10

13619 Tallina

Igaunija

Tel. +372 6 059 300

Informacija arkartas gadijumos: +372 112

2. Sastavs/informacija par sastavdalam

CAS-nr. Kimiskais.nosaukums Saturs Klasifikacija
Max. Simbols R-fraze
9016-87-9 | Difenilmetans-4",4"- 40 % Xn 20
diizocinanats 4 36/37/38

42/43

40

48/20
74-98-6 Propans 4 % F+ 12
75-28-5 Izobutans 8 % F+ 12
115-10-6 Dimetiléteris 4 % F+ 12

3. lespéjamie apdraudéjumi

3.1. leelpodana:

Tvaiki kairinas rikli un plausas, jutigdm personam var rasties nopietni elpcelu bojajumi, kas izpauzas ka
alergija.

3.2. Acis:

Kairina acis.

3.3. Ada:

Reizém saskare rada adas alergiju. Propelents ir viegli uzliesmojoss.

4. Pirma palidziba

4.1. leelpoSanas gadijuma:

P&c tvaiku ieelpoSanas novérsiet pacientam turpmakas ieelposanas risku. Vérsieties péc palidzibas pie
medikiem.
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DROSIBAS DATU LAPA
NOVIPRO poliuretana putas

4.2. Noklustot acrs:

Izmazgajiet acis ar lielu daudzumu tddens. VEérsieties péc palidzibas pie medikiem.

4.3. Nonakot uz adas:

Nekavéjoties novelciet apgérba gabalus, uz kuriem ir nok|uvis izstradajums. Nomazgajiet skarto adu ar
adeni un ziepém.

4.4. NoriSanas gadijuma:

Neizraisiet vem$8anu, nekada gadijuma nedodiet Gdeni bezsamana esoSai personai. Veérsieties péc
palidzibas pie medikiem.

5. Ugunsdzésibas pasakumi

5.1. Pieméroti ugunsdzésibas Iidzekli:

Udens izsmidzinasanas, sausie dzéSanas [Tdzek|i, putas, oglekla dioksids.

5.2. Nepieméroti dz&Sanas I1dzekl;:

Nav.

5.3. Ipasais aizsargaprikojums:

Ugunsgréka gadijuma nésajiet attiecigi aprikotus elpoSanas aparatus.

5.4. Tpasi draudi:

Ja uz aerosola tvertni iedarbojas karstums, veidosies augsts spiediens ar eksplozijas risku, ja izstradajums
ir paklauts uguns iedarbibai, radisies putas ar augstu toksisko koncentraciju. Var veidoties spragstoss
propelenta — gaisa maisijums.

6. Pasakumi nejausas nopliudes gadijumos

6.1. Individualas drosibas pasakumi:

Skatit 8. punktu.

6.2. Vides aizsardzibas pasakumi:

NoplidusT viela ir jasavac ar smiltim vai dranu un jauzglaba atbilsto$a tvertné vai arT putam ir jalauj sacietét
mitruma vai Udens iedarbibas rezultata.

7. LietoSana un uzglabasana

7.1. LietoSana:

Nodrosiniet labu védinaSanu. Smékésana vai atklata liesma nav atlauta. Lietojiet aizsargbrilles un cimdus.
Stradajot ar izstradajumu, nemiet véra uzliesmojosas gazes saturu propelenta.

7.2. Uzglabasana:

Uzglabat vésa, sausa un labi védinata telpa vertikala stavokli. Neuzglabgjiet tieSos saules staros.

8. ledarbibas kontroléSana un individualas aizsardzibas pasakumi
Lietojiet izstradajumu tikai labi izvédinatas telpas. Stradajot ar izstradajumu, lietojiet aizsargbrilles un
cimdus.

9. Fiziskas un kimiskas ipasibas

Izskats Aerosols
Smarza Raksturiga
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DROSIBAS DATU LAPA
NOVIPRO poliuretana putas

pH Nav piemérojams
VariSanas punkts Virs +100°C
UzliesmosSanas punkts Zem-20°C
Pasuzliesmojamiba Virs +100°C
Spragsanas robezas Zema: 2 % vol, Augsta: 10% vol.
Tvaika spiediens 5 Bar/+20°C
10 Bar/+50°C
Relativais blivums 1,1 g/mL/+20°C
Viskozitate ca 500 cP/+20°C
Skidiba UdenT nav, laba acetona

10. Stabilitate un reagétspéja

10.1. Apstakli, no kuriem jaizvairas:

Tvertne ir zem spiediena, nepaklaujiet karstuma iedarbibai.

10.2. Bistamas reakcijas:

Ugunsgréka gadijuma izstradajums var veidot kodigas un bistamas gazes.

11. Toksikologiska informacija
LD 50: Nav konstatéts. Propelents var izgriist no-gaisa skabekli=lzocianata tvaiku-ieelposana var izraisit
astmatisku alergiju.

12. Ekologiska informacija
Izstradajums neapdraud ozona slani.
Izstradajums nedrikst nok|ut kanalizacijas sistema.

13. Apsvérumi, kas saistiti ar apsaimnieko$anu
levérojiet valsts un pasvaldibas izdotos noteikumus attieciba uz aerosolu tvertném un kimiskajam vielam.

14. Informacija par transportésSanu

UN-nr.: 1950
RID/ADR UzliesmojoS$s klases 2/5F aerosols
IMO 2. klases aerosols

15. Informacija par reguléjumu
1. Personam, kuras ir jutigas pret diizocianatiem, izstradajuma lieto$anas laika var rasties alergiska
reakcija.
2. Personam ar astmu, ekzému vai adas problémam ir ieteicams izvairities no saskares ar So
izstradajumu, tai skaita saskares ar adu.
3. So izstradajumu nedrikst izmantot slikti védinata telpa, ja vien netiek lietota aizsargmaska ar
atbilstoSu gazes filtru (piemé&ram, A1 tips saskana ar EN 14387).
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DROSIBAS DATU LAPA
NOVIPRO poliuretana putas

SIMBOLS: Bistams (Xn)
Arkartigi viegli uzliesmojoss (F+)

Satur izocianatu. Papildu informacija ir pieejama pie raZzotaja.

R12 Arkartigi viegli uzliesmojoss

R20 Kaitigs ieelpojot

R36/37/38 Kairina acis, elpcelus un adu

R42/43 leelpojot un saskaré ar &du var izraisTt jutigumu

R40 lerobezotas liecibas par kancerogénu iedarbibu.

R48/20 Bistams: ilgstosi ieelpojot, izstradajums var nodarit ievérojamus bojajumus
veselibai.

S2 Uzglabajiet bérniem nepieejama vieta

S9 Uzglabajiet tvertni labi védinama vieta

S16 Uzglabajiet attalu no aizdeg$anas avotiem. Aizliegts sméekét!

S23 Neieelpojiet gazi/tvaikus

S33 Veiciet piesardzibas pasakums, lai nepielautu statisko izladi

S36/37 Nésajiet atbilstosu aizsargapgérbu un cimdus

S45 Ja notiek negadijums un Jums paliek slikti, nekavéjoties vérsieties pie
medikiem (ja vien iespéjams, uzradietizstradajuma mark&jumu)

S51 Lietot tikai labi védinatas telpas

16. Cita informacija
Drosibas datu lapa atbilst Eiropas Komisijas direktivu91/155/EEC un 93/112/EEC, Igaunijas Republikas
Likuma par kKTmiskajam vielam un Socialo lietu ministra rikojuma Nr.130 prastbam.
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SAFETY DATASHEET
NOVIPRO Polyurethane Foam

Date: 24.11.05
Version nr: 3
Revised: 02.06.10

1. Substance/preparation and company name
Onecomponent polyurethane foam.

Krimelte Ltd %
Suur-Paala 10 |
13619 Tallinn

Estonia

Tel. +372 6 059 300

Emergency information: +372 112

2. Composition/information on ingredients

CAS-nr. Chemical name Content Classification
Max. Symbol R-phrase
9016-87-9 | Diphenylmethane-4°4"- 40 % Xn 20
diisocyanate 36/37/38
42/43
40 |
48/20
74-98-6 Propane 4 % F+ 12 ;
75-28-5 Isobutane 8 % F+ 12 5
115-10-6 Dimethylether 4 % F+ 12 E

3. Possible hazards

3.1. Inhalation:

The vapor will irritate throat and lungs, serious damage in the respiratory organ in nature of allergy may
occur in susceptible subjects.

3.2. Eyes:

Irritating to eyes.

3.3. Skin:

Occasionally, contact produces skin allergy. The propellant is inflammable.

4. First aid measures §
4.1. If inhaled:

After exposure to vapor moves the patient from the risk of further exposure. Obtain medical attention.
4.2. On contact with eyes:

Wash affected eyes with plenty of water. Obtain medical attention.
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SAFETY DATASHEET
NOVIPRO Polyurethane Foam

4.3. On skin contact:

Clothing contaminated with the product should be removed immediately. Wash contaminated skin with
water and soap.

4.4. On ingestion:

Do not induce vomiting, never give water to an unconscious person. Obtain medical attention.

5. Fire fighting measures

5.1. Suitable extinguishing media:

Water spray, dry extinguishing media, foam, carbon dioxide.

5.2. Unsuitable extinguishing media:

None.

5.3. Special protective equipment:

In case of fire, wear a selfcontained breathing apparatus.

5.4. Special exposure hazards:

Aerosol-can exposed to heat, will produce high pressure, with risk of explosion. Exposed to fire the product
will develop fumes in high toxic concentrations. Explosive propellant-air mix can be formed.

6. Accidental release measures

6.1. Personal precautions:

See point 8.

6.2. Environmental precautions:

Spillages shall be absorbed by'sand-or cloths and stored in"suitable container, or-aliow the foam to solidify
by moisture or water.

7. Handling and storage

7.1. Handling:

Provide good ventilation. No smoking or naked flame. Make use of protective goggles and gloves. During
the work consider the content of inflammable gas in the propellant. |
7.2. Storage: |
Store in cool, dry and good ventilated conditions in upright position. Keep out of direct sunlight.

8. Exposure controls and personal protection |
Do only use the product in good ventilated rooms. During the work make use of protective goggles and ;
gloves.

9. Physical and chemical properties

Appearance Aerosol

Odour Characteristic

pH Not applicable

Boiling point Over +100°C

Flash point Below -20°C

Autoflammability Above +100°C

Explosion limits Low: 2 % vol, high: 10% vol.
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SAFETY DATASHEET
NOVIPRO Polyurethane Foam

Vapour pressure 5 Bar/+20°C
10 Bar/+50°C
Relative density 1,1 g/mL/+20°C
Viscosity ca 500 cP/+20°C
Solubility Not in water, good in acetone

10. Stability and reactivity

10.1. Conditions to avoid:

Container is pressurized, do not expose the can to heat.

10.2. Hazardous reactions:

In case of fire, the product can create corrosive and hazard gases.

11. Toxicological information
LD 50: Not stated. The propellant can displace the oxygen in the air. Breathing the vapor of isocyanate may
cause asthmatic allergy.

12. Ecological information
The product does not endanger the ozone layer.
The product may not get.into drains.

13. Disposal considerations
National and local regulations regarding disposal of aerosol cansand chemicals,.must.be followed.

14. Transport information

UN-nr: 1950
RID/ADR Inflammable aerosol Class 2/5F
IMO Aerosol Class 2

15. Regulatory information
1. Persons already sensitised to diisocyanates may develop allergic reactions when using this
product.
2. Persons suffering from asthma, eczema or skin problems should avoid contact, including dermal
contact, with this product.
3. This product should not be used under conditions of poor ventilation unless a protective mask with
an appropriate gas filter (i.e. type A1 according to standard EN 14387) is used.

SYMBOL: Harmful (Xn)
Extremely flammable (F+)

Consists isocyanate. Look for the info from manufacturer.
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SAFETY DATASHEET
NOVIPRO Polyurethane Foam

R12 Extremely flammable
R20 Harmful by inhalation
R36/37/38 Irritating to eyes, respiratory system and skin
R42/43 May cause sensitization by inhalation and skin contact
R40 Limited evidence of a carcinogenic effect.
R48/20 Harmful: danger of serious damage to health by prolonged exposure
through inhalation.
S2 Keep out of the reach of children
S9 Keep container in a well-ventilated place
S16 Keep away from sources of ignition - No smoking!
S23 Do not breathe gas/vapour ,
S33 Take precautionary measures against static discharges ’
S36/37 Wear suitable protective clothing and gloves
S45 In case of accident or if you feel unwell, seek medical advice immediately
(show the label where possible)
S51 Use only in well-ventilated areas

16. Other information

The safety data sheet meets the requirements of European Commission Directives 91/155/EEC and
93/112/EEC, the Chemicals Act of the Republic of Estonia and regulation No 130 of Minister of Social
Affairs.
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