Atbilstibas deklaracija 02/08

izdots saskana ar Buvizstradajumu direktivu 89/106/EEC

Razotajs: DARCO Sp. z 0. o.
39-206 Pustkow Osiedle 48

RazoSanas vieta: DARCO Sp. Z o. o.
UI. Metalowcow 43
39-200 Debica

Produkcija un tas lietoSana:
Diumvadi

Dumvadu sistéma tiek izmantota, lai savienotu krasnis un kaminus ar skursteni. Dimvadi tiek
izgatavoti no vieglam térauda loksném DCO1 tipa. Tie ir ieteicami cieta kurinama damu novadiSanai
no degSanas iericém, kur temperatira var pieaugt lidz 1000°C.

Parametri: tehniskie parametri doti pievienotaja tabula, kas ir neatpemama dala no §is deklaracijas.

Produkta tehniska specifikacija: izgatavots péc ES saskanotajiem standartiem: PN-EN 1856-1:2005
un 1856-2:2006.

Produkcijas test€Sana tika'veikta Krakovas Gazesun Naftas Instititapétmieciskajalaboratorija
(testeSanas atskaite No.,4604GTI015).

Razotajs apliecina, ka iepriekS minétie produkti atbilst noteiktajiem kritérijiem, saskanotam
tehniskajam prasibam, un pazino, ka produkcijai piemit Krakovas Gazes un Naftas Institiita
parbaudes sertifikats par produkcijas atbilstibu.

RaZotajs apliecina, ka produkcijai ir CE zimogs.

Tulkots latvieSu valoda no Atbilstibas deklaracijas Nr. 02/08
2015.gada 05.februart

http,;_//vvww._buvniec.fib.és__—abc..Iv/deklaracijaﬁs
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DECLARATION OF CONFORMITY 02/08

for marking construction products with CE sign

issued in accordance with the Construction Products Directive 89/106/EEC

Manufacturer:

Production plant:

-UI Metalowcow43
~ 39-200 Debica

Products and thei’r.usagé:‘
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Pustkow Osiedle, 12 September 2008
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ANNEX TO DECLARATION OF CONFORMITY NO 02/08

Diameter DN [mm)] 120 130 140 150 160 180 200 225 250 280 300
Inner diameter of pipe 121.0 § 131.0 | 141.0] 151.0| 161.0 | 181.0| 201.0 | 226.0 | 251.0 | 281.0 | 301.0
Grade of steel by EN 10025

Wall thickness [mm] 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Cross-sectional area [cm2] 114.91 134.7 ] 156.1 | 179.0 | 203.5| 257.2 | 317.1 | 400.9 | 4946 | 619.8 | 711.2
Load capacity [N/mb] 618 | 66.8 | 71.8 | 769 | 81.9 | 919 | 102 115 127 142 152
Fuel Solid fuel

Way of chimney working underpressure Tightness class N1
Maximal working 600°C Temperature class T600
temperature

Darco product codes

DARCO RP200/1000-CZ2 PN EN 1856-2 T600 N1 D Vm

Norm number

Temperature class

Pressure level (underpressure: N1)

Condensate resistance (D: dry)

Corosion resistance (grade of steel and wall thickness)

Material specification: by EN-10025 thickness 2,00mm

L01200 G 500

Sooffire resistance (G: yes)

Distance to combustible material (500mm)

Diameter DN [mm] . 100 110 120 130 140 150 160 180 200 225 250 280 300
Inner diameter of pipe 99.8 1 110.9.| 121.0.§.131.0.4.141.0.4 151.0 1"164.0 | 181.0.{-201.0 | 226.0 | 251.0 | 281.0 | 301.0
Grade of steel by EN 10025

Wall thickness [mm] 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6 0.6
Cross-sectional area [cm2] 782 | 96.5 | 114.9| 134.7 | 156.1 | 179.0 | 203.5| 257.2 | 317.1 | 400.9 | 494.6 | 619.8 | 711.2
Load capacity [N/mb] 151 ] 168 | 183 | 198 | 21.3 | 228 | 244 | 274 | 304 | 342 | 506 | 424 | 455
Fuel Solid fuel

Way of chimney working underpressure Tightness class N1
Maximal working 400°C Temperature class T40d
temperature

Darco product codes

DARCO RP200/1000-CZ6 PN EN 1856-2 T400 N1 D Vm

Norm number

Temperature class

Pressure level (underpressure: N1)

Condensate resistance (D: dry)

Corosion resistance (grade of steel and wall thickness)

Material specification: by EN-10025 thickness 0,6mm

L01060 O 500

Sootfire resistance (O: NO)

Distance to combustible material (500mm)

Pustkéw Osiedle, 12 September 2008

President

Dsthalle

Jézef Dartak
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