Tulkojums no anglu valodas

EK Ekspluatacijas Ipasibu Deklaracija KLIENTA
,Murfor® EFS” INFORMACUA

1. Unikals izstradajuma identifikacijas kods: Murfor® EFS

ar dazadam parklajuma materiala atsaucém un platumiem — produktu veidus skat. tabulul.

2. Tips un izsekojamibas informacija, kas nepiecieSama bavizstradajuma identifikacijai saskana ar 11. panta 4. punktu: ir
noradits uz izstradajuma iepakojuma un izstradajuma etiketes.
3. Balvizstradajuma paredzétais izmantojums saskana ar EN 845-3:2012: Metinatu stiep|u stiegrojums KONSTRUKCIJU
armésanai slodzi neso$o un slodzi nenesoso sienas ka paredzéjis EN845-3:2012.
4. Razotaja nosaukums un kontaktadrese, ka noteikts 11. panta 5. punkta: NV BEKAERT SA Bekaertstraat 2, B-8550
Zwevegem, Belgija (Belgium).
5. Nav piemérojams.
6. Ekspluatacijas TpaSibu noturibas novértéjuma un parbaudes sistéma: 3
7. Pilnvarota laboratorija:
,WTCB" registracijas Nr.: 1136 / B-1000 Brisele (Brussel), Lombardstraat 42.
Veica: RazoSanas procesa kontroli
un izdeva Razosanas procesa kontroles sertifikatu DE611 XA268-1.
8. Nav piemérojams.
9. Deklaretas ekspluatacijas ipasibas
katra izstradajuma tipa batiskie raksturlielumi ir uzskaititi tabula 1.
10. Buavizstradajuma, ka noradits 1. un 2. punkta, ekspluatacijas ipasibas atbilst 9. punkta noraditajam deklarétajam
ekspluatacijas ipasibam.

Par %0 izdoto ekspluatacijas ipaSibu deklaraciju ir atbildigs vienigi 4. punkta noraditais razotajs.

Parakstits razotaja varda:

Pols De Geiters (Paul De Geyter), NV Bekaert SA vecakais kvalitates vaditajs.

/Logotips/ Apstiprinajis: CE
Vecakais , Bekaert” kvalitates vaditajs
P. De Geiters

(P. De Geyter)

Izsnieg$anas datums: 2013/06/25
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EK Ekspluatacijas Ipasibu Deklaracija

,Murfor® EFS”

KLIENTA
INFORMACIJA

Papildpielikums 9.punktam. Deklarétas Ekspluatacijas ipasibas attieciba uz butiskiem raksturlielumiem — skatit tabulu 1.

Tabula 1: Izstradajuma tipa Murfor® EFS batisko raksturlielumu deklaracija saskana ar EN 845-3: 2012

Izstradajuma tips

Murfor® EFS/Z

Murfor® EFS/E

Murfor® EFS/S

Metinatu stieplu stiegrojuma tips

Armaturas sieta tips

Paredzeétais lietojums

Metinatu stieplu stiegrojums KONSTRUKCIJU armésanai slodzi nesoSo un

slodzi nenesoSo sienas ka paredzéjis NE845-3: 2012.

Bistamas vielas Nav
Diametrs + pielaide — gareniska stieple (mm) 8.0x1.5%0.10
Diametrs + pielaide — Skérsojosa stieple (mm) 1.5+0.10

Garums + pielaide (mm)

3050, 2233 +1.5%

Solis + pielaide (mm)

406 +3%

Platums + pielaide (mm)

40, 90, 140, 190 + 5

Materiala / parklajuma atsauce R20 R22 R3
Lokanibas klase Agt(%) — Rm/Rp0.2 ZEMA 0.75-1.03
Metinajuma bides stipriba (N) > 750
Raksturiga stiepes izturiba (N/mm’)
650

Gareniskas stieples
Raksturiga stiepes izturiba (N/mm?)

625 625 300

Skérsojosas stieples

Sasaistisanas spéks (kN) ar attiecigo posma

garumu (mm)

6.28 kN uz 244 mm

Stiprinajuma garums (mm)

244 mm

Blvelementi un java

Buvelementi fb > 2 N/mm?2 un smalka plankartas madrjava > M5
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EC Declaration of Performance CUSTOMER
Murfor® EFS INFORMATION

10.

Unique identification code of the product: Murfor ® EFS
with different material coating references and widths - product types see table 1.

Type- and traceability info, allowing identification of the construction product as required pursuant
to Article 11(4): is provided on the product packaging and product label.

Intended use of the construction product in accordance with EN 845-3: 2012: Welded wire meshwork
bed joint reinforcement in STRUCTURAL USES in wall and partitions as covered in the scope of
ENB845-3: 2012.

Name, registered trade name and contact address of the manufacturer as required pursuant to
Article 11(5): NV BEKAERT SA Bekaertstraat 2, B-8550 Zwevegem, Belgium.

System of assessment and verification.of constancy of performance of the construction product:
System n°3

Notified Lab:
- WTCB registration nr: 1136 / B-1000 Brussel, Lombardstraat 42.

Performed: Initial Type Testing and issued ITT report,
- ITT report DE 611 XA268-1.

Declared performance:
the essential characteristics per product type are listed in table 1.

The performance of the products identified in points 1 and 2 and listed in table 1, are in conformity
with the declared performance in point 9.

This declaration of performance is issued under the sole responsibility of the manufacturer identified
in point 4.

Signed for and on behalf of the manufacturer by:

Paul De Geyter, senior Quality manager NV Bekaert SA.

@

Approved by:
Sr. CQA manager Bekaert %
(b P. De Geyt
BEKAERT : Issuee daeié:e£013/06/25 /{y ‘ €
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EC Declaration of Performance
Murfor® EFS

CUSTOMER
INFORMATION

Addendum to pt 9. Declared Performance on essential characteristics — see table 1

Table 1: Declaration on essential characteristics per Murfor® EFS product type - according EN 845-3: 2012

Product type

Murfor® EFS/Z Murfor® EFS/E Murfor® EFS/S

Type of welded steel wire meshwork

Truss

Intended use

Welded wire meshwork bed joint reinforcement in structural uses
in wall and partitions as covered in the scope of EN845-3: 2012.

Dangerous substances None
Diameter + tol. - longitudinal wire (mm) 8,0x1,5 £0,10
Diameter + tol. - cross wire (mm) 1,5+0,10

Length + tol. (mm)

3050, 2233 + 1,5%

Pitch + tol. (mm)

406 + 3%

Width + tol (mm)

40, 90,140 ,190 +56

Material/coating reference R20 R22 R3
Ductility class Agt (%) - Rm/Rp0,2 LOW 0,75 - 1,03
Shear load capacity of welds (N) > 750
Characteristic Yield Strength (N/mm?)
o . 650
Longitudinal wires
Characteristic Yield Strength (N/mm?) Cross wire 625 625 300

Bond strength (kN) with related bond length (mm)

6,28 kN on 244mm

Anchorage length (mm)

244mm

Masonry units and mortar

masonry units f, 2 2 N/mm? and thin layer mortar > M5
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