/CE markéjuma zime/

Tulkojums no anglu valodas uz latviesu valodu
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EKSPLUATACIJAS IPASIBU DEKLARACIJA
Nr. 006/EN/TZ/2014-06-01

1. Unikals izstradajuma tipa identifikacijas numurs:

2. Tipa, partijas vai s€rijas numurs vai kads cits
bivizstradajuma identifikacijas numurs, ka noteikts 11.
panta 4. punkta:

3. Biuvizstradajuma paredz&tais izmantojums vai
izmantojumi saskapa ar piemé&rojamo saskanoto tehnisko
specifikaciju, ka paredzgjis razotajs:

4. Razotaja nosaukums, registrétais komercnosaukums
vai registréta precu zime un kontaktadrese, ka noteikts
11. panta 5. punkta:

5. Vajadzibas gadijuma ta pilnvarota parstavja vards un
kontaktadrese, kura pilnvaras attiecas uz 12. panta 2.
punkta nosauktajiem uzdevumiem:

6. Ekspluatacijas TpaSibu noturibas novért§uma un
parbaudes sistéma vai sistémas, ka noteikts V pielikuma:

7. Gadijumia, ja ekspluatacijas Tpasibu deklaracija
attiecas uz bivizstradajumu, kuram ir saskanotais
standarts (vajadzibas gadijuma — pazipotds iestddes
nosaukums un identifikacijas numurs):

8. Gadijuma, ja ekspluatacijas Tpasibu deklaracija
attiecas uz buvizstradajumu, kuram ir izdots Eiropas
tehniskais noveértéjums (vajadzibas gadijuma — tehniska
noveértgjuma iestades nosaukums un identifikacijas
numurs):

9. Deklarétas ekspluatacijas Tpasibas

Ar cementu nostiprinatu smalko granulu déli

Tempsi Zoccolo

Aré€jo un iek$ejo sienu apSuvums

Krimelte Tempsi OU
Suur-Paala 6, Tallin
Estonia

Nav attiecinams (skatit 4. punktu)
1. sistema

Nav attiecinams

ES atbilstibas sertifikats Nr. 1020-CPD-070030188,
TZUS Praha, S.p. — Ostrava Branch, U studie 14,
700 30 Ostrava — Zabreh, Chech Republic

Bitiskie raksturlielumi Standarta prasibas Ekspluatacijas Tpasibas Saskargqta e h.r.uska
specifikacija
D&la blivums Min. 1 000 kg/m’ 1350 kg/m’
Lieces izturiba >9 N/mm’ >11,5 N/mm”
Stiepes izturiba (iek3&ja stipriba) >0,5 N/mm’ >0.63 N/mm’
Formaldehina klases izdale El
Ugunsdrosibas reakcijas klase A2 -51,d0 .
Elastibas modulis >4 500 N/mm’ >6 800 N/mm” EN 13986:2004
Izturiba (brieSana) <0,122%
lek3gja stipriba péc cikliska testa >0,3 N/mm’ >0,41 N/mm”
Udens uzsiik§ana p&c 24 st. iident <16%
BrieSana péc 24 st. ideni <1,5% <0,28%

10. Pielikuma 1. un 2. punkta noradita izstradajuma ekspluatacijas Tpasibas atbilst 9. punkta noraditajam deklarétajam

ekspluatacijas Tpasibam.

Par S0 izdoto ekspluatacijas Tpasibas deklaraciju ir atbildTgs vienTgi 4. punkta noraditais razotajs:

..................................... Artur Meeksa / direKtors ...

(vards, uzvards ; amats).
/

(izdosanas vieta un datums)

Krimelte Tempsi OU

Suur-Paala 6 Telefons: +372 654 2132
Tallina 13619 Fakss: +372 654 2134
www.tempsi.ee E-pasts: info@tempsi.ee

—-http://buvniecibas-abc.lv/deklaracijas

personigs paraksts

Tallina, 2014, gada O1. jGnija ...

(paraksts)

Uzpémuma registracijas numurs: 10787277
PVN maksataja numurs: EE100705218

D
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DECLARATION OF PERFORMANCE
No. 006/EN/TZ/2014-06-01

1. Unique identification code of the product-type:

2. Type, batch or serial number or any other element
allowing identification of the construction product as
required pursuant to Article 1 1{4):

3. Intended use or uses of the construction product, in
accordance with the applicable harmonized technical
specification, as foreseen by the manufacturer:

4. Name, registered trade name or registered trade
mark and contact address of the manufacturer as
required pursuant to Article 11(5);

5. Where applicable, name and contact address of the

Coated cement-bonded particle boards

Tempsi Zoccolo

External and internal wall cladding

Krimelte Tempsi OU
Suur-Paala 6, Tallin
Estonia

Not relevant (see 4.)

authorized representative whose mandate covers the
tasks specified in Article 12(2):

8. System or systems of assessment and verification of
constancy of performance of the construction product as
set out in Annex V:

1 system

7. In case of the declaration of performance concerning Noft relevant
a construction product covered by a harmonized
standard (name and identification number of the notified

body, if relevant):

8. In case of the declaration of performance coneerning
a construction product for which a European Technical
Assessment has been issued (name and identification
number of the Technical Assessment Body, if relevant):

ES-Certificate of Conformity No. 1020-CPD-
070030188, TZUS Praha, $.p. - Ostrava Branch, U
studie 14, 700 30 Ostrava ~ Zabfeh,

Czech Republic

9. Declared performance

{rimelte Tempsi 00

uur-Paala 6
allin 13619
'ww.tempsi.ee

Harmonised
Essential characteristics Standard Performance technical
requirements specification
Board density Min. 1000 kg/m? 1350 kg/m?
Bending strength 29 N/mm? 211,5 N/mm?
Tensile strength (internal bond) 20,5 N/mm? 20,63 N/mm?
Release of formaidehyde class E1
Reaction to fire class A2 -1, d0 .
Module of elasticity 24 500 N/mm? 26800 N/mm? EN 13986:2004
Durability (thickness swelling) <0,122%
Internal bond after cyclic test 20,3 N/mm? 20,41 N/mm?
Water absorbtion after 24h in water <16%
Thickness swelling after 24h in water £1,5% <0,28%

10. The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 9.
This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4:

.................................................. Artur Meeksa / Managing Director

{(name and function)

Tallinn 01.06.2014
(place and date of issue)

Phone: +372 654 2132
Fax: +372 654 2134
E-mail: info@tempsi.ee

Enterprise code: 10787277
VAT: EE100705218

http://buvniecibas-abc.Iv/deklaracija§



